NANUK

PROFESSIONAL PROTECTIVE CASES

930

Specification sheet

‘ 19.8"

‘ 500mm

6.9"
175mm

13.0"
330mm

Case specifications

L19.8" x W16.0" x H7.6"
L500mm x W405mm x H190mm

Exterior dimensions

L18.0" x W13.0" x H6.9"
L455mm x W330mm x H175mm

Interior dimensions

Weight (empty) 7.1lbs | 3.2kg

Lid depth 2.1" | 55mm

Base depth 4.75" | 120mm
Material lightweight NK-7™ resin

Max buoyancy currently in testing

Temperature range currently in testing

Airline carry-on yes
Watertight yes
Warranty conditional lifetime guarantee

Certification (in testing) - Packaging specifications -

Drop tests Fed-Std-101C

ATA Specification 300 Category 1
Falling Rain MIL-STD-810F Method 506.4
Immersion MIL-STD-810F Method 512.4

Vibration/sweep dwell MIL-STD-648C ASTM Designation

Procedure B

Loose cargo bounce

Available colors
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0001 0002 0034 0039 0040
black white orange silver olive

FED-STD-101C, Method 5019

0036
yellow

18.0"
455mm

- Available options -

D-999,

0058
graphite

| Standard features -

Waterproof

Impact resistant

Conditional lifetime guarantee
Crushproof

Dustproof

Powerclaw™ latching system
Soft grip foldable handle
Lightweight NK-7™ resin

Multilayer cubed foam

Waterproof panel kit

Custom printing

Quantity per pack
Pack dimensions

Pack weight (no foam)

Masterpack specifications -

Items per masterpack
Masterpack dimensions

Masterpack weight

www.nanukcase.com

Foam liner

TSA approved padlock

Custom adhesive label

Padlockable

100% stainless steel hardware
High performance gasket
Automatic pressure release valve
Molded-in bezel system
Integrated lid stay

Stackable

Meets airline carry-on regulations

Padded dividers

Shoulder strap

Custom foam
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